PALLETIZING SYSTEM

CoBo-Stack ﬁ&ﬁ CoBo-Stack 30i 2

Technical Specifications CoBo-Stack 30i

|
Pallet size Euro pallet 800 x 1,200 mm
I I1SO pallet 1,000 x 1,200 mm
All pallets from 500 mm x 700 mm up to the maximum size

Other pallet sizes on request

Stack height on pallet max. 1,400 mm (55 inch)

Gripper — formats Product length | 210 mm - 370 mm

PALLETIZING SYSTEM
Product width 140 mm - 235 mm

. . . Gripper — Stack height Stacking height adjustable in 4 levels (Stacks from 50 mm to 250 mm)
[echnical specifications
max. 250 mm (9 3/4 inch)
Stack weight max. 18.5 kg
Stacks per hour Scan each package = 450 Stacks/h
Scan once per layer > 525 Stacks/h
Infeed height 793 - 923 mm (31.22 — 36.34 inch), steplessly adjustable, manually using a crank
Power supply 100-240V - 50/60 Hz - 16 A
Technical Drawing Floorplan CoBo-Stack 30i 3312 Measurements: mm
130.4 inch
1719
67.7
o
—
9| |«
S 3| = —=
==
w| @ éﬁ'
Nl l —f =
. i — w=r
§ 5 — —
- ,,‘:',,,‘: N
Q
1200
47.2
MBO Postpress Solutions GmbH . Your contact partner
Grabenstrasse 4-6 / 71570 Oppenweiler / Germany
Phone +49 (0) 7191 46-0 / www.mbo-pps.com
This brochure is subject to change without notice. The technical specifications vary depending upon paper quality. 07/2025_v1

KOMORI Group MANUFACTURING BEYOND OPTIMIZATION MBQO | KOMORI Group MANUFACTURING BEYOND OPTIMIZATION



CoBo-Stack 30i PALLETIZING SYSTEM MBEO | KOMORI Group MANUFACTURING BEYOND OPTIMIZATION



